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TMMY Series Single phace runnning capacitor

Power range: 0,18 ~2,2 kW
Rated Volyage: 220V
Rated frequency: 50Hz
Protection: P54

Insultion class: F

Direct on line | Direct on line Citild vetar Noice
TYDE Power Amps |Voltage | Frequency Speed Eff. P.F starting . pull out .mrque totit LwdB(A)
torgue ratio ratio
kW A Vv Hz rpm (%) Cosgp LRT/RLT BOT/RLT LRA LodB(A)
TMMYE3M1-2 0.18 1.37 220 50 2790 65 0.92 0.4 T 5 70
TMMYG3M2-2 0.25 1.87 220 50 2790 66 0.92 0.4 T 7 70
TMMYT1M1-2 0.37 273 220 50 2800 67 0.92 035 T 10 75
TMMYT722M2-2 0.55 388 220 50 2800 70 0.92 035 T 15 75
TMMYT1M1-2 0.37 273 220 50 2800 67 0.92 035 T 10 75
TMMYBOM1-2 0.75 515 220 50 2800 72 0.92 033 T 20 75
TMMYBOM2-2 : 7.02 220 50 2800 75 0.95 0,33 T 30 78
TMMY305-2 ¥5 0 44 220 50 2800 76 0.95 0.3 T 45 83
TMMYS0L-2 22 12.67 220 50 2800 77 0.95 0.3 T 65 83
TMMYE3M1-4 0.12 1.08 220 50 1380 5 0.9 0.4 T a5 65
TMMYGE3M2-4 0.18 1.54 220 50 1380 59 0.9 0.35 T 5 65
TMMY71M1-4 0.25 202 220 50 1400 61 0.92 035 T 7 65
TMMYT1M2-4 0.37 295 220 50 1400 62 0.92 035 T 10 70
TMMYBOM1-4 0.55 425 220 50 1400 64 0.92 035 T 15 70
TMMYBOM2-4 0.75 545 220 50 1400 Ba 0.92 032 T 20 70
TMMY305-4 : 741 220 50 1400 71 0.95 032 T 30 73
TMMYO90L-4 15 g.83 220) 50 1400 3 0.95 03 45 78
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Dimensions in mm B5 Bl4
Size |Poles| A |AMAA| B | C|D|E|F| G |H|K KK AB BB AC AD 3 P N M S T P N M S T
63 24 11001 24 (80 | 40 |11 (23 | 4 | 85 |63 | 7 | 1-M20X15 | 135 100 130 111 217 140 95 115 10 3 120 80 100 Mo 75
i1 24 |80 |26 |80 |45 |14 |30 5 | 11 |71 | 7 | 1-M20X15 | 150 110 145 118 247 160 110 130 10 35 140 a5 115 M3 3.0
80 2-4 (125135 |100] 50 | 19 |40 | 6 | 155 (80 |10 | 1-M25X15 [ 165 125 175 134 287 200 130 165 12 35 160 110 130 MB 35
90S | 24 (140 37 (100 56 | 24 |50 | 8 | 20 (90 (10| 1-M25X15 | 180 150 195 140 315 200 130 165 12 35 160 110 130 M3 35
90L | 24 (140 37 (125|156 |24 |50 | 8 | 20 (90 (10 | 1-M25X15 | 180 150 195 140 340 200 130 165 12 35 160 110 130 M8 3.5
Bearing Rules
Frame Size Poles Drive End Non-Drive End

63 2-4 6201-2RZ 6201-2RZ

71 2-4 6202-2R2Z 6202-2RZ

80 2-4 6204-2R7 6204-2R7

90 2-4 6205-2R7Z 6205-2R7Z




